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Connection Status X
Network Setting 5(
Securify Wizard
VolP
Theme
System Monitor
O
Maintenance
Restart
Qo
Language
&
Logout

Wizard 3 ,b 31 ONT wlowkass

Login

User Name
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=
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Password Reset
©@
©@
Skip
Quick Start Wizard
> > (3
Timé Z-bne \nf-e;;ef W]F\
The wizard will guide you through the basic settings of this device.
This will fake a few minutes fo complete.
Let's go
Skip
1 @ s G
Time zone Internet WiFi
Time Zone
(GMT+01:00) Amsterdam, Berlin -
Next
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2 3

Time zone Internet WiFi

=

WAN port is down.
Please plug in the Internet line.

HUVE. 1 PL?U‘ ‘) ouu ool quoA w)ls)ﬂ PR .Iojg).o L)A&J)J‘s &_)LA-»JG»J WMSUJ‘ o

ZYXEL | rmess1712082

3
Time zone Internet WiFi
2.4G WiFi @ 5G WiFi @
Zyxel_49C1 Zyxel_49C1_5G
© R ©
Strength medium Strength medium

oo inles Lad a0 ) A5 Slellbl Lol a=an ,o CONNECEION Status sy
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ZYXEL |  PMGS5817T2082

Connectivity

WiFi Setfings
= 4G WiFi Name WiFi Password
240G
e ] Tyxel_43C1
= 5C WIF Name
=
:. Iyxel_49C1 56 = ssssssssas
LAN
? Address 192.168.1.1
255.255.255.0
P < o 192.168.1.2 ~ 192.148.1.254
- DHCP o ]
Leass Tme 1 days 0 hours 0 minules
cs@shatel.ir

O

System Info

Mode! Name

> WAN Status Connection down

PMG561712082

V5.41(ACBB.0)b3a01

0 days 0 hours 50 minules 34 seconds
5C:64:8E:77:49:C0

H Guest WiFi Seftings
;’?“s‘ 2.4C WiF Name W
@ (=] Tyxel 49C1_guestl o ®
’*;-?‘ 5 WiFi Name W
@ [ =] Iyxel 49C1_guest]_5G  sressnasen ®

Connection Status

Network Setting
Broadband
Wireless
Home Networking
Routing
NAT
DNS
Vian Group
Interface Grouping

USB Service
Security
VolP

System Monitor

:Manual & g0 4 ONT olegkiss
:PPPOE wloutass

X

A

Wizard

&

Theme

C

Restart

@

Language

&

Logout
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0sS bl ol i gl 1y Jgl e, 0sS” SIS Broadband a5 s, 9 g, Network setting cod 4 ONT Lol axio ;o

s pll 5 &jg0 4l Sleclas

Broadband

Use this screen to change your Zyxel Device's Infernet access settings. The summary table shows you the configured WAN servicas
(connections) on the Zyxel Device. Use information provided by your ISP fo configure WAN setfings.

IGMP Default MLD
# Name Type Mode Encapsulation 802.1p 802.1qg Proxy NAT Gateway IPvé Proxy Meodify
1 WANI PON  Routing IPoE 1 4010 Y Y Y &
2 WAN2 PON Rouling IPoE NfA MN/A N Y N N N &
3 WAN3 PON Routing IPoC NfA N/ A N Y N M N 4
4  WAN4 FON Routing IPoE NfA N/A N Y N N N &
5 WAN5 FON Routing IPoE NfA N/A N Y N N N &
4 WANS PON Routing IPoE N/A N/A N Y N N N &
7 WANY PON Rouling IPoE N/A MN/A N Y N N N &
8 WANE PON Routing IPoC NfA N/ A N Y N M N &
LU YY MY TSI
General ® PPP Information
Home PPP User Nurme Spls awlis
e PPF Password @ Fpaw ©
Mode Routing v PPP C.onnection
. @ Auto Connect On Demand
Fneapsulation PPPOF -
PPFOE
IPv4/IPvé Passthrough r
it IPv4 Only -
VLAN @O IP Address
802.1p .
@® Obtain an IP Address Automatically
8U2.1q (1~4094)
Static IP Address
MVLAN
DNS Server
MVLAN (1-4094)
@ Obtain DNS Info Automatically
MTU
Use MNollowing Static DNS Address
MTU s
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MVLAN 8 (1~4084) DNS Server

@ Obtain DNS Info Automatically

MTU

Use Following Static DNS Address

Routing Feature

IGMP Proxy t

Apply as Default
PRy 82 Celal Fullcone NAT [ )

Gateway

Cancel m

oyl wledass

220 el 5 & yge 4 1) Sledass g oS SIS Wireless az 55 g, » Network setting cws o

Wireless

Generaln  Guest/More AP MAC Authentication WPS WMM_ Others = Channel Status

Use this screen fo enable the Wireless LAN, enter the 331D and select the wireless securify mode. We recommend that you select More Secure fo enable WPA2-PSK data encryption.

Wireless Network Setup

Band

2.4CGHz -
Wireless C.
Channel Auto - Current: 4/ 20 MH;
Bangwidth Z20MHz -
Conirol Si

Wireless Netwerk Seffings

Wireless Network Name Tyx=l_49C1

Multicost Forwarding

Max. Upstream Bandwidth Kbps
Max. Downstream Bandwidih Kbps

Note

{1} IF you are configuring the Zyxel Device from a computer connected by WiFi and you change the Zyxel Device's 351D, channel or security setfings, you will lose your WiFi connection when you press Apply.
You must change the WiF setfings of your computer to mateh the new settings on the Iyxel Device.
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BSSID SC64:8E:77:49:C1

Security Level

More Secure

No Security
ecurity (Recommended)

-
Security Mode WPAZ-PSK -
Generate password automatically
Enter 8-63 ASCI characters or 44 hexadecimal digits [ A-F
Password @
Strength medium
S

Cancel Apply
S Lol ] jo 1y Llas 890 slacSe wuilgs o Mac authentication g 3,b ;)

Wireless

T
o

Others _ Channel Stat

Guest/More AP MAC Authentication

o
0]

[}
a

Use this screen fo give exclusive access o specific devices | Allow) or exclude specific devices from accessing the Zyxel Device (

Deny) based on the MAC address of each device. Every Ethemet device has a unigue MAC (Media Access Conirol) address. It is
assigned at the factory and consists of six pairs of hexadecimal characters, for example, 00:A0:C5:00:00:02. You need to know the
MAC addresses of the device(s) you want to allow/deny to configure this screen.

General
SSID Iyxel_49C1 v
MAC Restrict Mode @ Disable Deny Allow

MAC address List

# MAC Address Maodify

Cancel Apply

o plsl 5 poar sl WIreless cad s WPS s 5,k 5l aulyw |, WPS cladas
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Wireless

Genera Guest/More AP MAC Authentication| WeSs WMM = Others = Char Status

WiFi Protected Setup (WPS) allows you to quickly sef up a wireless network with strong security, without having te configure security settings manually. 3elect one of the WPS

methods and follow the instructions to establish a WPS connection. Your device must support WPS to use this feature. We recommend using Push Butten Configuration | PBC) if
your device supports it

General
WPS P

Add a new device with WPS Method

M
@ Method 1 PBC @ [Ii.‘n'm Method 2 PIN [ =) @ Method3 @5

Stepl. Click WES button WPS Stepl. Enter the FIM of your new wirsless client Enter AP’s PIN Number in wireless Client
. . . . Cumrent state Configured
device and then click Register
Step2. Press the WPS button on your new wireless 1. Please release configuration if you want fo
client device within 120 seconds cenfigurs the wirslsss ssttings

Step2. Press the WPS button on your new wireless
client device within 120 seconds

2. Enter curent PIN number on your wireless client

Note

Wireless

|
L
[}
=
]
I
T
)
+
b}
B
5
+
b
2
=]
5
1

Channel Status

Use this screen to scan for wireless LAN channel noise and view the results. Click Sean to start, and then view the results in the Channel Scan Result
section. The value on each channel number indicates the number of Access Points {AP) using that channel. The Auto-channel-selection algorithm
does not always directly follow the AP count: other factors about the channels are alse considered.

Channel Monitor
Scan wireless LAN Channels Scan

Note

(1] It takes about 15 seconds to scan the wireless channels

Channel Scan Result

Time for last scan: N/A

Note

cs@shatel.ir 04GL168/00 (#14851496) \f-1/-Y/- ¥
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(P oleudass

A8 s Home networking a5 5, ,» Networksetting sse @ b 5l asly oo o 51 Sloaskas sl
Home Networking

LAN Setup

Use this screen to set the Local Area Network IP address and subnet mask of your Zyxel Device. Configure DHCF setfings fo have the Zyxel Device or g DHCP server assign IP addre
Interface Group

DHCP Server state

DHCF

IP Addressing Values

@

Auto reserve IF for the sal

me Nost t:‘

DHCP Server Lease Time

days

hours ")
DNS Values

minutes
DNS

LAN IPv& Mode Setup

Apply

: Port forwarding «lediss

g0 Portforwarding oledas s)ls b oss SIS NAT 438 5, » Networksetting cos o

cs@shatel.ir
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PortiFerwardingll Porf Triggering DMZ  ALG  Address Mapping — Sessions

Use Port Forwarding to forward incoming service requests from the Internet to the server(s) on your local network. Port forwarding Is

commonly used when you want to host online gaming, P2P file sharing, or other servers on your network.
<+ Add New Rule
Service Qriginating WAN Server IP Start End Translation Translation

# Status Name IP Interface Address Port Port Start Port End Port Protocol Modify

Note

TCP port 7547 is reserved for system use.

cs@shatel.ir 04GL168/00 (#14851496) \f-1/-Y/- ¥
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Add New Rule

Service Name

WARNM Interface Default M
Start Port

End :C.

Translation Start Port

Translation End Port

Server P Addrass

Cenfigure Onginating IP Enable

Protoco TcP v

MNote

1.To configure port forwarding, you need to have the same configurations in the Start Port. End Port, Translation Start Port, and
Translation End Port fields.

To configure port franslatfion. you need to have different cenfigurations in the Start Port, End Port, Translation Start Port, ond
Translation End Port fields.

Here's an example to configure port translation. Configure Start Port to 100, End Port to 120, Translation Start Port to 200, and
Translation End Port fo 220.

2.TCP port 7547 is reserved for system use.

Cancel QK
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Connection Status

Network Setting
Broadband
Wireless
Home Networking
Routing
NAT
DNS
Vlan Group
Interface Grouping

USB Service
Security
VolP

System Monitor

ACL &ladiis

$H X

Wizard

&

Theme

C

Restart

@

Language

=

Logout

)13 3959 ONT JgusS a0 o w0 56l Remote Management au 8 5, ,» s L Maintenance g s,k ;)
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Remote Management

MGMT Services: Trust Domair

Use this screen to configure through which interface [s), each service can acces the Iyxel Device. You con ako specify service port numbers computers must use to connect to
the Zyxel Device.

Service Control

WAMN Interfoce used for services ® Any WAN Multi_WARN
Service LAN/WLAN WAN Trust Domain Port
HTTP Enable Enable Enable 80
HTTPS Enable Enable Enable 443
FTP Enable Enable Enable 21
TELMET Enable Enable Enable 23
55H Enable Encble Enable 22
SNIMP H Encble Enable Enable 161
PING Enable Enable Enable
Cancel Apply
:Voip wleudis
oS bl 1) SIP a5 VOIP o 3,0
cs@shatel.ir 04GL168/00 (#14851496) \f-\/-¥/-
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SIP

SIPACcountl SIF Service Provider

You can make calls over the Intermnet using VolP technology. For this, you first need o set up a SIP account with a SIP service
provider.

The Zyxel Device uses a SIP account to make outgoing VolP calls and check if an incoming call’s destination number matches your
SIP account’s VolP number. In order to make or receive a VolP call, you need to enable and configure a SIP account and map it to
a phone port. The SIP account contains information that allows your Zyxel Device to connect fo your VolP service provider.

4 Add New Account

# Enable SIP Account Service Provider Account Number Modify

1 Disabled SIP1 Changele ChangeMe @ g

b dublys 5 amas o lg Add New Account a5 g, »» SIS L

cs@shatel.ir 04GL168/00 (#14851496) \f-1/-Y/- ¥
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SIP Account Selection ChangeMe
SIP Service Provider Association
SIP Account Associated with voice.shatel.ir v
General G
Enable SIP Account P N
o (90 g 25
SIP Account Number 219100 ague’
Authentication
Username ;2191001 4 -‘_5=Lw== 4 S Jilee aplads
Password R <SG .J-le g
URL Type
URL Type SIP v
Voice Features
Primary Compression Type G.711u v
Secondary Compression Type G.711a v
Third Compression Type G.722 v
Speaking Volume Control Middle -
cs@shatel.ir 04GL168/00 (#14851496) \f-\/-v/-
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VoIP Status
Information, such as whether a SIP account Is registered and the total call volume made by a SIP account, can be viewed in the
page.
Poll 10 . sec
: Satleisoal, Siog
nterval(s)
SIP Status
Last Last
Register Registration Message Incomi Outgoin
Account :gtlon Registration ”Tlmn_ URI Waiting Numb:r’ W
1 ®  Registered gf‘g“:’z 2191008 @voiceshatelir  No  09128ESP 09127
2 O Disabled ChangeMe@voice. shatel ir No
Phone
_ Q'I:l;h on

Phone Device configuration defines the relations between your SIP account(s) and phone(s). That is, which phone(s) will ring when a
specific SIP account number receive an incoming call; and which SIP account number will be used when a specific phone is used to

make an outgoing call.

# Phone ID Internal Number Incoming SIP Number Outgoing SIP Number Modify

1 PHONE1 11 2191 S 210 e @

2 PHONE2 12 ChangeMe ChangeMe 4
cs@shatel.ir 04GL168/00 (#14851496) \f-\/-¥/- ¥
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CalbMistorym Call Summary
Call History page shows the information of previous call.
Classify:: Al = Reliah Expads
¢ Incoming 2 Outgoing  {, Missed
Type Date Name Number 8'.‘&'; %":mrﬂ (hl'):mn't'i.?:‘) Modify
(4 e ok 7B PHONE1 219100000~ 00:00:00 f
< 1?42262:):1 ‘mm PHONE1 2191000 00:00:00 8
$ 1?42:22:; : 0912268HE  PHONE1 Ah- 00:00:01 8
S 12:;?;?3?1 09177SMWX  PHONE1 21emEm 00:00:11 8
% Ceete. s 2o 000 B
L ol 77 9T 2191009868 00:00:00 8
s 1i12§02§721 EosT- 219100 00:00:00 B
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Firmware Upgrade

This screen lets you upload new fimware to your Zyxsl Device.

Download the latest fiimware file from the Zyxel website and upload it to your Zyxel Device using this screen. The upload process uses HTTP
(Hypertext Transfer Protocol] and may take up to two minutes. After a successful upload, the Iyxel Device will reboot.
Upgrade Firmware

Restore Default Settings After Firmware Upgrade

Current Firmware Version: V5.41 [ACBB.0)b3a01

File Path Choose File |No file chosen Upload
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