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S/N GP3B006283
WAN MAC EODSE340E159

PON SERIAL 454C5458740061D8
ELTX740061D8

29V, Okruzhnaya St., Novosibirsk, Russia 630020
Model: NTU-RG-5402G-W
Power: 12V ===2A

F/W: 104

H/W: iv3

IP: 192.168.1.1
Username: user

Password:  user
WI-FI SSID  ELTX-2.4GHz_WIFI_E159
24GHz  Password: GP3B006283

= e
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Password:kW5i_1bYC6os
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Ne Top panel element LED status Description
1 O - device power and activity off device is disconnected from the power source or faulty
status indicator
red device startup is in progress
green device startup completed, the current device
configuration differs from the default one
orange device startup is completed, the default configuration is
set
2 % - optical interface activity off device booting
indicator
green connection between optical line terminal and the device
has been established
flashes green connection between optical line terminal and the device
has been established (the device is not activated)
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k) ﬂ - status indicator off Internet interface is not configured

green device is ready for operation, Internet connection is
established
flashes green device firmware update is in progress
slowly
flazhes green device booting/connection to the Internet is being
rapidly established
ff P i f i f

4 L = FXS purl siLivily indicalon o SIP agent is not configured/not registered/of
on SIP agent is successfully registered
flashes off hook/phone call

5 + 2.4 = WrFi activity indicator for  green Wi=Fi network is active

2.4 GHz

flashes transmitting data via Wi-Fi
off Wi-Fi network is inactive

7 ™ 1.4 = Ethernet port activity green established 10100 Mbps connection

indicator
orange established 1000 Mbps connection
flashes transferring data packets
|
ON/OFF 12V PON | 2 3 4

. =
et uss |

LAN 10/100/1000
pppoe wlots
) s b Gildaa | ) Claglaii 5 a5 5 PON WAN Ciansd 43 5 058 Al | WAN 4t K dadia G Craw (5 5 ) i i) claglasi g
132 ol
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NTU-RG-5402G-W

M Status PON WAN
[Dean = od foure th rabers for PONWAS
i Wireless This page Is used to configure the parameters for PONWAN
- WAN
[";PoN waN pppO_nas0 0 v
VPN nable VLAN:
Ml Services 1D: q' 802.1p_Mark | 1 v
\
P hannel Mode: PPROE v
M Advance
[l Diagnostics nable NAPT:
il Admin min Status: @®@Enable O Disable
I Statistics Enable firewall: ||
MTU: | 1492
onnection Type: | VOICE_INTERNET_TRO069 v
Default Route: O Disable @ Enable
Enable IGMP-Proxy: []
IP Protocol: Pv4 v
PPP Settings:
User: i Password: sone
Type: Continuous v | Idle Time (sec):
Authentication Method: | AUTO v
AC-Name: Service-Name:
Apply Changes Delete
o nly wlenliss
il 025 i ONT el Cumaa g ) (g 4adA 1)y eal (3aldas Status s Wireless Cand 2
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-Status WLAN Status
[ JLAN
This page shows the WLAN current status.
M Wireless -
i wian0 (2.4GHz)
. WLAN Configuration
Basic Settings -
|_JAdvanced Settings Mode N
[ }security Band 2.4 GHz (B+G+N)
Access Control SSID ELTX-2.4GHz_WiFi_E159
LI Wi-Fi Radar Channel Number 5
p
st Channel Width 40MHz
|l EasyMesh s
i WAN Current Channel Width | 40MHz
il Services Encryption WPA2Z
i VolP BSSID e0:d9:e3:40:e1:59
il Advance Associated Clients 1
i Diagnostics
i Admin
I Statistics
2 alai) ) JUK s mode,ssid 42 s e Cladati 5 358 Basic Setting Cend 3 ) 5 Sladaii alail ) p
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I Status
[(jean
i Wireless
i vdan0 (2.4GHz)
| '|Status

| |Basic Settings
|_JAdvanced Settings
[ Security

[ "|Access Control
Wi-Fi Radar

WLAN Basic Settings

This page is used to configure the parameters for WLAN clients which may connect to your Access Poir

network parameters,

[7] pisable WLAN Interface
Band: 2.4 GHz (B+G+N) v

Muitiple AP

ELTX-2.4GHz_WIFI_E159

- WPS Hide SSID: OeEnabled @ Disabled
i EasyMesh Channel Width: 40MHz
. WAN Currant Channel Width: 40MHz
il Services Control Sideband: Upper
- \olP Allowed Channels:
il Advance 1 2 3 4 5 6 7 8 9 101
I Diagrostics
M Admin
il Statistics | channel Humber: Ao v |
Radio Power (%): 100% v
Limit Associated Chent
ek Disabled v
Assodated Chents: Show Active WLAN Clients
[J Enable Universal Repeater Mode (Acting as AP and
client simultaneouly)
Regdomain: FCC(1)
Apply Changes
ra aladh ) Gl 5 25 5 Security g 5840 s e Glashali 500 )8 QA ) )53 50 SSID ol Security Caand )
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NTU-RG-5402G-W

_Stams WLAN Security Settings
| _JLAN
i Wireless This page allows you setup the WLAN security. Turn on WEP or WPA by using Encryption Keys could pre
i wian0 (2.4GHz)
[ status SSID Type: Root AP - ELTX-2,4GHz_WIFi_E159 v
[ |Basic Settings
[ ]Advanced Settings [ Encryption: | WPA2 v ]
| | Security - = - E——— - m—— ——
Dlices Contri | Authentication Mode: Q Enterpnse (RADIUS) Q Personal (Pre-Shared Key) |
i R IEEE 802.11w: @ none O Capable O Required
[ wes WPA2 Cipher Suite: Otk AES
i EasyMesh Group Key Update Timer: 86400
' WAN Pre-Shared Key Format: | Passphrase | 4
v
:3:@"95 Pre-Shared Key: sescescese Show
| Advance Apply Changes
| Diagnostics
i Admin
| Statistics

tanle i adlial Cod a1 Hlai o 56 sl S il siae Access Control esie Gaob )

NTU-RG-5402G-W

i Status WLAN Access Control
LAN

If you choose 'Allowed Listed', only those WLAN dients whose MAC addresses are in the access controf M

EWicetess selected, these WLAN clients on the list will not be able to connect the Access Point.
i wian0 (2.4GHz)
e Mode: Disabled v || Apply Changes
| Basic Settings =
| Advanced Settings
Security MAC Address: ex. 00:E£0:86:71:05:02)
_JAccess Control Add | | Reset
| Wi-Fi Radar
C)WPS Current Access Control List:
Ml EasyMesh MAC Address Select
| WAN
|l Services Delete Selected Delete All
i VoIP
I Advance
i Diagnostics
I Admin
I Statistics
cs@shatel.ir 04GL170/00 (#14852143) \f-1\/-Y/-0
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o0 onpal b Gallaed gl e 00l (ilal a0 e ) plal el ol 5 (sl 45l Wi-fi Radar Caend )

NTU-RG-5402G-W

Bl Status W#i Radar
LAN

- Wireless
viacd (2.4GH2)

This page provides 100l 1o scan the wireless r

SSID RSSI

Status
| Basic Settings Zyxel_4A31
Advanced Settings
Securky shatel-oubbc-wif)
Access Control -
WFS
W EasyMesh shatol-
WA shate
Ml Senvices
L
W Advance
I Diagnostics
I Admin
I Statistics

64 dBm

2013 2525 WPS (53 S Jlad e il WPS (5 5 0.l Jlad ONT () 2 cllins & 5om 43 WPS
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NTU-RG-5402G-W

-Status Wi-Fi Protected Setup
LAN ) ) ) P
Mirel This page allows you to change the sett WPS (Wi-Fi Protected Setup). Using this feature could let
. Wireless Access Point in @ minute without any hassle,
i wian0 (2.4GHz)
Status
LulBasic Settings Push Button Configuration: | Start PBC
|_|Advanced Settings
‘ Disable WPS
|| Securnty
Access Control Apply Changes
[ |Wi-Fi Radar
Ml EasyMesh
i WAN
I Services
I VolP
I Advance
I Diagnostics
i Admin
I Statistics
a0 aladl ) e eeal b gilae 1) Claddat op) LANG sie g2k ) 2 i ad 00 (1 6] Sladdati )
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. Status
[)pevice
[ 1Pv6
| JPON
|_JLAN
|_jVolP

[ JLaN

I Wireless

| WAN

Ml Services

Vol

i Advance

I Diagnostics

M Admin

I Statistics

LAN Interface Settings

This page is used to configure the LAN interface of your Device. Here you may change the setting for IP addresses, subnet
InterfaceName: LA face

IP Address: 192.168.1.1

Subnet Mask: 255.255.255.0

IPv6 Address: fe80::1

IPv6 DNS Mode: HGWProxy v

Prefix Mode: WANDelegated v

WAN Interface:

v

Firewall:

@ Disabled

O Ensbled

IGMP Snooping:

QO Disabled

@ Enabled

Ethernet to Wireless Blocking:

@® Disabled

Q Enabled

Apply Changes

cs@shatel.ir

DHCP

i) ladl JUB ) gbal (ilae DHCP 42 da gy lailali Services s sia 2 pdge loal 4niia
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NTU-RG-5402G-W

_- Status DHCP Settings
|_JLAN
i Wireless This page is used to configure DHCP Server and DHCP Relay.
- WAN
s DHCP Mode: O nNONE QO DHCP Relay (@ DHCP Server
["|oHCP
W DNS Enable the DHCP Server if you are using this device as a DHCP server. This page lists the IP address poo
r Dynamic DNS pool to hosts on your network as they request Internet access.
| Firewall
["|uPnp LAN IP Address: 192.168.1.1 LAN Subnet Mask: 255.255.255.0
LIRIP IP Pool Range: 192.168.1.10 - [192,168.1.254 Show Client
B Samba
il VoIP Subnet Mask: 255.255.255.0
- 86400 -1 indicates an i ite
i Advance Max Lease Time: 6400 seconds (-1 indicates an infinite
i Diagnostics lease)
M Admin DomainName: Home
I Statistics

Gateway Address: 192.168.1.1

DNS option: Use DNS Proxy O Set Manually

Apply Changes | | Port-Based Filter l MAC-Based Assignment

NTU-RG-5402G-W

i Status
LAN
- Wreloss
- WAN
. Servces
L.
mOoNsS
Dynaric ONS
W Frewal
UPnP
P
o Sambe
mwr
ANROce
N Cognostcs
N Admin
Stabistics

@ Port-Based Flter — Mooits Fuefox (Private Beoweng)
DHCP Settings

This page i usad 10 conligure DHCP Server and ONCP Relyy. O 8 19216810

DHCP Mode: ONONE O DHOP Reley @ DHCP ¢

Port-Based filter

Enabie the DHCF Secver f you are using this Sinice 33 3 DHCP servec TH
posl 1o hosts on your network as they request internet sccess.
ye fter DHCP Discover packet

LAN 1P Address: 19216511 LAN Subnet Mask: 2552552550

1P Pool Range

Subnet Mask:

1 seconds (-1 Indic an
Max Lease Time = ( tes "

Domainilame: Home

Gateway Address: 192,168,113 DNy

DIRS option

cs@shatel.ir

DDNS
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I Status Dynamic DS Configuration
LAN <o
. Wireless o o :
I WAN
I Services Enable:
DHCP DONS Provider:  DmDNS.org v
- Ons Hostname:
| Dynaenic DNS orf
W renel Intertace pPRO v
PP DynDns/Ro-IP Settings:
RIP
il Samba Userfiane:
-\or Password:
I Advance T70 Settings:
i Olagnostics
i Adon Add || Moddy | | Remove
N Statistics
Dynamic DRS Table:
Select State Hostname Userfame Service Status
:J‘)\Jdﬁjﬁ‘j&u&kﬁ)ﬁﬁo&d Admin C.\A»fé‘)a‘_é.a\ G5
0055 9y 9 el
JsaS 3550 pudd
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M Status
(LA
B Wireless
I WAN
I Services
Vol
| Advance
il Diagnostics
i Admin
i Settings
GPON Settings
| Commit/Reboot
[ Logout
Password
Firmware Upgrade
Remote Access

Password Configuration

This page is used to set the account to access the web server of your Device, Empty user name and pass
Userlame: |admin v |

Old Password: admin

New Password: user

Confirmed Password:

Apply Changes Reset

o5 9 KT

"I Time Zone
[} TR-069
I Statistics
ACS loutiss slosf
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il Status

(AN

B Wireless

. WAN

Il Services

I VoIP

| Advance

i Diagnostics

. Admin
M Settings
[ GPON Settings
{ Commit/Reboot
[ JLogout
| _|Password
‘f Firmware Upgrade
{ Remote Access
[[)Time Zone
[ ]TR-069

I Statistics

TR-069 Configuration

TRO69 Daemon: ®@cnabled O Disabled
EnableCWMPParamete: ® Enabled O Disabled

ACS:

URL: hitp:
Usertiame: username
Password:

Periodic Inform:
Periodic Inform Interval: 300

Connection Request:
Userfiame: admin
Password: | admin

Path:

CPE Certificate: Browse... | No file selected

CA Certificate:

Browse... | No file selected.

his page Is used to configure the TR-069 CPE. Here you may change the setting for the ACS's parameters.

Apply | | Undo

Upload

Upload

cs@shatel.ir

Port Forwarding o lodus
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NTU-RG-5402G-W

I St Remote Access Configuration
-'._'."n;nlq(-'.
. WANR
M Services ”
s Enable:
M Advance Service: HTTP v
DIdGNOSICS Interface th —
i Adman P Address: (AN
B Sectings Subnet Mask:
GPON Settings S | PApO
Comnmit/Redook Port:
Remote Access RA Tabe:
:g’;i ioe Select state Interface 1P Address Service port
I Statstics J : ;
saiiea oladl B8 50 ) ge Setting Cxnd Admin sie ) )0 Gxisaed
olenliss 0,5 Restore ¢ Backup
ONT (5,1381 p 55 conmn
cs@shatel.ir 04GL170/00 (#14852143) 1+ 1/-Y/-o




Eltex NTU-RG-5402G-W ONT cwas sloonl SH/.?I'EL

NTU-RG-5402G-W

i Status Update Settings

[Juan

M Wireless

M WAN

i Services

. \VolP

i Advance
Diagnostics

This page allows you to restore settings from file

Restore Settings from File: | Browse... | No file selected.

Restore

. Admin

i Settings
{ Backup
[ Update
[ '|Restore Default
GPON Settings
Commit/Reboot

|_|Logout
Password

|| Firmware Upgrade
["Remote Access
|| Time Zone
TR-069
i Statistics

VOoIip oloudiss
120 aladl ) g gbal Gillae 1 (ONT 4 Jealie &) 53) Port2 b Portl 43 Jase e Clalail 1) s VOIP (Leal (5 5% 2
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I Status Account
| ILAN ocount Enable
il Wireless =
I WAN
.SQM(@S SIP Addr 85.73.1.2
- \VolP SIP Port 5060
st Outbound Proxy [JEnable
| |Port2
[ Advanced Outbound Proxy Addr
L/ Tone Outbound Proxy Port 5060
L jOthers Display Hame 219100538,
|| Network
[}call History Number 2194488308
i Advance Login ID 2 (T
SDingnostics Password sesene
i Admin
|l Statistics Reg Expire (sec) 3600
Enable Session timer ) Enable
Session Expire (sec) 0
SIP Advanced
SIP Port 5060
Media Port 9004
DTMF Relay Inband v
cs@shatel.ir 04GL170/00 (#14852143) \f-1\/-Y/-0
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SIP Advanced

I Status
[an SIP Port 5060
|l Wireless Media Port 9000
o WAN
: DTMF Relay Inband v
Services
- \VolP lr)mf RFC2833 Payload 96
[Port1 ype
POTt DTMF RFC2833 Packet 10 (msec) (Must be
[ Advanced Interval multiple of 10msec)
[Tone Use DTMF RFC2833 PT
as Fax/Modem RFC2833 @ Enable
|_Others P1
Ll Nebwrork Fax/Modem RFC2833
|_]Call History Payload Type
SAovence Fax/Modem RFC2833 10 (msec) (Must be
M Diagnostics Packet Interval multiote of 10msec)
3 Admin
SIP INFO Duration (ms) 250
i Statistics
Call Waiting () Enabic
Call Waiting Caller ID Enabie
Reject Direct IP Call () Enabie
Send Caller ID hidden  [J Enable
call transfer 7 Enabic
3 way conference Enable
conference on — o
server/CPE O server @ CPE
conference-uri
Forward Mode
cs@shatel.ir 04GL170/00 (#14852143) 1f-\/-¥/-0
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NTU-RG-5402G-W

__Stams Forward Mode
AN - )
s Immediate Forward to ® off O Vol () PSTN
i Wireless
I WAN Immediate Number
i Services Busy Forward to ® off O Vorr
Vol Busy Number
Portl z
& No Answer Forward to ® off O VoIF
Port2
| Advanced No Answer Number
Tone No Answer Time (sec) 0
Others
"|Network Dial plan
Call History Enable Dialplan O on @ off
| Advance Dial plan [xT
| Diagnostics
i Admin Codec
t Codec J
o RTP Redundant ; Dissbled v
(First precedence) Payload 121
Type -
T Dackodivat Precedence 2 o
ype Facketization , 5 3 4 5 6 2 8 9 Disabie
G711-
i 20 ms vi®B@ OO O00ao
cs@shatel.ir 04GL170/00 (#14852143) 1§ -1/-¥/- o
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NTU-RG-5402G-W

SR Payload |5,
i Status (First precedence) s 121
[ LAN = Frecedence £ 5
il Wireless Type  Packetization 1 2 3 4 56 7 8 9 Disable
M WAN =
~ Y e [@m viMODODOOOO O
. VolP G711-
S S (wme vJOO®BOODOOOO O
;_ponz 6729 t20ms vIOOOODODOOOOO O
[ ,T«:::nced 6723 3oms vIOODODOOODO O
™ Others G726-16ki20ms ~v OO DOBOOOO O
| Network 672624k 20ms v 0 O 00O O o000 0O
]
il a263%[2om v|0ODOOOE®OO O
i Advance
| Diagnostics 67n26-40ki20ms v OO O OOODO O 0O
i Admin G722 1oms v/ OO0 oo0oo0O0O0 O
I Statistics - ~ o
G726 Packing Order i v
Option - R
G723 Bit Rate 6.3k v
Hot Line
Use Hot Line ) enable
Hot Line Number
Hot Line Timeout 0
DND (Don't Disturb)
DHD Mode O Avays QEnable @ Disable
from 00 : 00 (hh:mm)
To 00 : 00 (hh:mm)
Alarm
Enable O
Time 0 : 10 (hh:mm
Apply Reset
il aal B ) J5S sildas Wl History saalia 8l (pinas
cs@shatel.ir 04GL170/00 (#14852143) \f-1\/-Y/-0
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NTU-RG-5402G-W

i Status
LAN
| Wireless
| WAN
Il Services
- \Vor
[")port1
Port2
Advanced
Tone
[ others
[ Network
I Advance
i Oiagnostics
i Admin
| Statistics

VoIP CaliHistory

No. Status From To Type Duration DateTime

Refresh

cs@shatel.ir

L e omlie B (A a5 Al aSed joead il 0 5 Jle )l sl S8 Cumaa s Statictics s
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NTU-RG-5402G-W

. Status Interface Statisitcs
AN

o Vreless

AN

W Services

"wr

M Advance

I Clognostcs

B Admin

e | Nl

Status Network Security Application  Management  Diagnosis Help

Interface x pkt Rx err Rx drop Ix pkt Txerr Tx drop

=l Network Diagnosis Ping Test
P Line Test
nefes Interface: 1.TROBS_R_VID_/ppp0.1
P Ping Test

Destination IP address or Host Name: |yahoo.com
P Tracert Test

» Inform Test Start
—The Result Info:
ping to yahoo.com ,interFace = ppp0.1 [96.137.11.163]
KEkEkEEE KT K
PING 98.137.11.163 (98.137.11.163): 56 data bytes
56 bytes from 98.137.11.163: icmp_seq=0 ttl=44 time=274.0 ms
56 bytes from 98.137.11.163: icmp_seq=1 ttl=44 time=271.9 ms
56 bytes from 98.137.11.163: icmp_seq=2 ttl=44 time=272.5 ms
56 bytes from 98.137.11.163: icmp_seq=3 ttl=44 time=273.0 ms
56 bytes from 98.137.11.163: icmp_seq=4 ttl=44 time=272.4 ms
--- 98.137.11.163 ping statistics -
5 packets transmitted, 5 packets received, 0% packet loss
round-trip min/avg/max = 271.9/272.7/274.0 ms
cs@shatel.ir 04GL170/00 (#14852143) \f-1\/-Y/-0
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